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BRAND STORY

S1LJEINO has over a century of experience as a bicycle parts maker
focusing on high-end parts.

Because of its reliable quality, Swaimo also produces OEM parts for
well-known complete bicycle makers.

Especially, its drive-train parts are chosen by many athletes in various
competitions, such as Tour de France, Giro d'Italia, World Championship,
Olympics, etc. and contribute their winnings.

SUGINO ENGINEERING CORPORATION

https:// www.suginoltd.co.jp
Sep. 2017 Sugino Printed in Japan

Thus, with the know-how accumulated through its long experience,

Suaino can offer higher-quality parts.
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S-cubic'

Super Smooth Surface

S-cubic
coating

SUPER SG75 DD

3 P.C.D. : 144mm
Axle Type : IDS24
) B.B. : MB-608 (BSA) SUPER CERAMIC
S-cubic Chain Line  : 42mm
Chain Size  : 1/2”x1/8”
Super Smooth Surface et 26~ et
Crank Length : 165 /170mm
Color : S3 Gold

MB-608 (BSA) SUPER CERAMIC

Bearing : Ceramic balls

Axle Type : IDS24
Cup Thread : BC1.37x24T @
Shell Width : 68mm

High-end, high precision ceramic bearing realizes smooth rotation.
Riding on the ceramic bearing gives you lighter pedal strokes and

SUPER SG 75 DD (s3 Gold) b ) & improve your pedal technique. So, it helps you maximize your

performance during competitions.

SG75 DD
P.C.D. : 144mm
Axle Type  : IDS24 iz
B.B. : MB-608 (BSA) STEEL
Chain Line  : 42mm
Chain Size  : 1/2"x1/8”
Teeth : 44 ~ 55T
Crank Length : 165 /170mm
Color : Silver / Black

MB-608 (BSA) STEEL
Bearing : Steel balls
Axle Type : IDS24
Cup Thread : BC1.37x24T
Shell Width : 68mm

SG75 DD (Silver)
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S.cublc
Super Smooth Surface

Scublc
Super Smooth Surface

TAPER
SUPER SG75 144 SUPER ZEN144 SUPER MC144 GIGAS 12T S3 Gold
P.C.D. : 144mm P.C.D. : 144mm P.C.D. : 144mm Chain Size : 1/2”x1/8”
Axle Type : SG75 taper Chain Size : 1/2”x1/8” Chain Size : 1/2”x1/8” Thread : BC1.37x24T
Chain Line : 42mm (BB-SG75 series) Teeth . 46 ~ 58T Teeth : 46~ 55T Material  : Cr-Mo Steel
Material ~ : Super hard forged aluminum alloy Color : S3 Gold Color : S3 Gold Color : S3 Gold
Length : 165/167.5/170/172.5/175mm -
o e e GIGAS Lockring for 12T
Thread 1 BC1.29x24T-L

Material  : Cr-Mo Steel

New! SUPER GIGAS

S:s SUPER GIGAS Piatinum
Chain Size : 1/2”x1/8” 3
L Teeth s A3~ 47T Suiic
Super Smooth Surface Thread . BC1.37x24T Super Smaoth Surtaco
Material  : GIGAS Alloy
Color : S3 Platinum

SUPER GIGAS Gold

Gold Chain Size : 1/2"x1/8"
Teeth : 13~ 17T
Thread : BC1.37x24T
Material  : GIGAS Alloy

Color : Gold Anodized

SUPER GIGAS Silver

Chain Size : 1/2”x1/8”

Teeth : 13~ 17T
Pl t - Thread : BC1.37x24T
atinum v Material  : GIGAS Alloy
s’lver Color : Silver Anodized

GIGAS AIon is super rigid & very light. It is super hard
light alloy material. The specific strength is more than twice

as high as that of heat-treated chromoly steel.

GIGAS Lockring for 13~17T

Thread : BC1.29x24T-L

Material  : Cr-Mo Steel ©
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FuUghms 75

SUGINOY75 series is
world-famous crank
used by Olympic ang
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SG75 144

P.C.D. : 144mm

Axle Type : SG75 taper

Chain Line : 42mm (BB-SG75 series)

Material  : Super hard forged aluminum alloy

Length : 165/167.5/170/172.5/ 175mm

Color : Silver / Black

w

SUGINO75 CRITERIUM

Crank
Chainring
B.B.

Chain Line

: SG75 144 (Black)
: PJ144 CRITERIUM
: CBB-SG75

: 42mm
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ZEN144
P.C.D. : 144mm
Chain Size : 1/2”x1/8”
Teeth : 44 ~ 58T
Color : Silver / Black

o

S§$SG144
P.C.D. : 144mm
Chain Size : 1/2”x1/8”
Teeth 1 44 ~ 54T
Color : Silver / Black

MC144
P.C.D.
Chain Size
Teeth
Color

: 144mm

1 1/2”x1/8”

1 44 ~ 55T

: Silver / Black

PJ144 CRITERIUM

P.C.D.
Chain Size
Teeth
Color

: 144mm

1 1/2"x1/8”

1 42~ 45/ 48T
: Black

ExtralBiglchainringhe> 966 Tadioinedstolthe’Z E Nfseries?

BIG ZEN144
P.C.D. : 144mm
Chain Size : 1/2"x1/8”
Teeth : 59~ 66T
Color : Silver / Black

| BB-SG75 series
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BB-SG75 SUPER CERAMIC

Bearing : Ceramic balls

Ball Race  : Super LAP Super LAP oniy for
Axle Type : SG75taper T=r=Im Fe
Cup Thread : BC1.37x24T

Shell Width : 68mm

i polished ball race,
BB Axle and BB Cups.

BB-SG75 SUPER LAP

Bearing
Ball Race
Axle Type
Cup Thread
Shell Width

Tana

: Steel balls

: Super LAP

: SG75 taper
: BC1.37x24T
1 68mm

BB-SG75 Standard
Bearing : Steel balls
Ball Race : Standard
Axle Type : SG75 taper
Cup Thread : BC1.37x24T
Shell Width : 68mm
CBB-SG75
Bearing : Steel balls
Axle Type : SG75 taper
Cup Thread : BC1.37x24T
Shell Width  : 68mm
Cup Material : Aluminum alloy

75

TAPER

As SUGINO7S5 series use
a proprietary taper,
we refer to it as
“SG75 taper” instead of
ISO taper in order to
avoid misunderstandings
and troubles.

Non-Sugino Bottom Bracket [ISO taper / 109mm]

Bottom Brackets claiming to be “SUGINO75 compatible” are sold on the market. However, we checked it and
confirmed that the taper shapes are different. When used together, the crank doesn'’t fully seat on the BB
altering the chainline and the taper hole of the crank is deformed. Thus, the crank will no longer perform its

A Cautions when using SugaIiNo 75 crank

original functions. For SUGINO75 (SG75 144) crank, please be sure to use proprietary BB (SG75 taper).
JIS taper is also not compatible with SG75 taper.

* Damage or repairs due to the use of the BB other than those specified are not covered by the warranty.

‘4:



KEIRIN TRACK & (s

TAPER

n

SUGINO75 g GRAND
MIGHTY

SUGINO75 ZEN
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SG75 144 SG75 144C
P.C.D. : 144mm P.C.D. : 144mm
Axle Type : SG75 taper Axle Type : SG75 taper
Chain Line : 42mm (BB-SG75 series) Chain Line : 42mm (BB-SG75 series)
Material : Super hard forged aluminum alloy Material ~ : Super hard forged aluminum alloy
Length : 165/167.5/170/172.5/175mm Length 1 165/167.5/170/172.5/ 175mm
Color : Silver Color : Gold

SUGINO75 ZEN

e

Wiirniiuiiiis'w

Crank : SG75 144 (Silver) é”
Chainring : ZEN144 (Silver) L\I
B.B. : BB-SG75 Standard / BB-SG75 SUPER LAP §
Chain Line : 42mm X
<
ZEN144 SSG144 =
P.C.D. : 144mm P.C.D. : 144mm
Chain Size : 1/2"x1/8” Chain Size : 1/2"x1/8”
Teeth 1 44~ 55T Teeth 1 44 ~ 54T
Color . Silver Color : Silver

BB-SG75 SUPER LAP
BB-SG75 Standard

SUPER LAP has super high quality polished ball race,
BB Axle and BB Cups.

Bearing : Steel balls

Axle Type : SG75 taper

Cup Thread : BC1.37x24T

Shell Width : 68mm

Such meditatiGyNERNBIP Pl
part of Zen, anE NN EY P ERILL:
a better: resuf[@VI RPN
withiour-.chainring NP EEN]
*BB-SG75 is intended to be used exclusively in ~ named so. o

combination with SG75 144 cranks and shall not
be used with other cranks.

-V||VIII -l UVICV L

GIGAS 12T Black
GIGAS 13~16T S3 Gold

Chain Size  : 1/2”x1/8” S
Thread : BC1.37x24T

Material 121 : Cr-Mo Steel rper Smonth Simiiso
13~167 : GIGAS Alloy
Color 121 : Black
13~167 : S3 Gold
SUGINO75 SSG GIGAS Lockring
Crank : SG75 144 (Silver) Thread : BC1.29x24T-L
Chainring : SSG144 (Silver) Material : Cr-Mo Steel

B.B. : BB-SG75 Standard / BB-SG75 SUPER LAP
Chain Line : 42mm

Wi Il Viliis |

for 13~ 17T
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Mighty Comp. Single

Crank : RD4
Chainring : MC130NC
B.B. : CBBAL-103
Chain Line : 45mm

RD4
P.C.D. : 130mm
Axle Type : JIS taper
Chain Line : 45mm (CBBAL-103)

CBBAL-103
Axle : 103mm
Axle Type : JIS taper

Cup Thread : BC1.37x24T
Shell Width  : 68mm
Cup Material : Aluminum alloy

Material  : Hard forged aluminum alloy

Length : 160/165/167.5/170/172.5 / 175mm

Color : Silver / Black
MC130NC

P.C.D. : 130mm

Chain Size : 1/2”x1/8”

Teeth 1 42 ~ 48T

Color : Silver / Black

New! FIXIE 75
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FIXIE 75

Chain Size : 1/2”x1/8”

Teeth 1 18~ 23T

Color : Dark Blue / Gold

Cluster & Lockring set \\\\\‘ ’
FIXIE Cluster N

Thread : BC1.37x24T

Material ~ : Cr-Mo Steel SPRO‘CKET
FUM’K’R_’ Lockring The system allows you to change cog sizes
Lhrteaq | : (B:Ct‘ﬂw)s(fﬂl L easily without the need for a chain whip tool.

aterial  : Cr-Mo Stee

For installation and
removal, please use an
external BB tool which
is more practical than
a hook wrench.

*See page 10.
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2" swmes = FIXIE 75 is an urbane Pist Cog, [CNC precision machined]
from [high-grade aluminum alloyl, lightweight and gorgeous
appearance featuring FIXIE System for easy installation.

Cool Messenger

2 RD2BX
Crank : RD2BX (Black) P.C.D. : 130mm
Chainring : PJ130RZ Axle Type : JIS taper
B.B. : CBBAL-103

Chain Line : 45mm (CBBAL/F-103)
Chain Line : 45mm

Material  : Forged aluminum alloy
Length : 165/167.5/170/172.5 / 175mm
Color : Silver / Black
‘ PJ130RZ
8 -‘)‘5;3 § ‘\0 P.C.D. A E
N . Chain Size : 1/2"x1/8”
\“% } Teeth : 42/ 44/ 46 / 48T
‘ Color : Black (Reversible)
\
(a) o
PJ130 MSGR
P.C.D. : 130mm
Chain Size : 1/2”x1/8”
Teeth 142 /44 /46 /48T
Color : Silver / Black
RD2BX Messenger
Crank : RD2BX
Chainring : PJ130 MSGR
B.B. : CBBF-103
Chain Line : 45mm
130J TRACK
P.C.D. : 130mm
Chain Size : 1/2"x1/8”
Teeth : 44 /46 /48 /49 /50T
Color . Silver / Black

CBBAL-103
Axle : 103mm
Axle Type : JIS taper

Cup Thread : BC1.37x24T
Shell Width  : 68mm
Cup Material : Aluminum alloy

CBBF-103
RD2BX TRACK MieType 1 s taper

Crank : RD2BX Cup Thread  : BC1.37x24T
Chainring : 130J TRACK Shell Width  : 68mm

B.B. : CBBF-103 Cup Material : Steel

Chain Line : 45mm

FIXIE COG set

3 sprockets, Cluster and Lockring set

Sprocket

Chain Size : 1/2"x1/8”

Teeth : 16-17-18T set

Color : Silver / Black
Cluster 4

Thread : BC1.37x24T SPROCKET

Material : Cr-Mo Steel The system allows you to change

. cog sizes easily without the need

LOck"’ng for a chain whip tool.

Thread 1 BC1.29x24T L

Material ~ : Aluminum alloy

For installation and removal,

please use an external BB tool
which is more practical than a

hook wrench. *See page 10.

‘m



Smmallll [Paris @thers

Electric drill or Air tool

Rim Coment Remover Ver.2
Model Material Color Bolt [\ [V
#401 SUS75 Stainless Sus 6 Hexagon Knurled Vel.'.z. X N
As it is directly attached to the tool without an adapter,
4202 stee! cp eHexagon Normal your work efficiency can be improved. QT:;;T;Z: ;ﬁ?ﬁﬁ;fthe tool.
BCP
Silver Knurled NUT
Black Burpose
Blue Torx To remove residues of release agent, rim tape and rim
4701 Al allsy " Red Knurled cement from carbon rims for tubular.
Gold
Pink Features
Green By using on drill or air tools, you can clean the rims more

efficiently. The remover made of the composite rubber,
free from polishing agent and abrasive grain, can remove
adhesive residue without damage to carbon fiber rims.

Wheel stand
#701 Chainring Fixing Bolt
The high-strength aluminum alloy torx bolt is much ' Siier
more durable compared with a standard alloy bolt. ™ 3 . Z SR
£ p

It is lightweight, strong and beautifully colored. Y

2
Green

sG

75

Model Tool Material Reference ~ TAPER
KPB eHexagon *See page 4
14BK

[i4)Box Cr-Mo Steel M8 x0.1
14cp
BB-SG75 SUPER CERAMIC BB-SG75 SUPER LAP BB-SG75 Standard
idp @BDX Bearing : Ceramic balls Bearing : Steel balls Bearing : Steel balls
Ball Race : Super LAP Ball Race : Super LAP Ball Race : Standard
Axle Type : SG75 taper Axle Type : SG75 taper Axle Type : SG75 taper
Cup Thread : BC1.37x24T Cup Thread : BC1.37x24T Cup Thread : BC1.37x24T
CRANK DUST CAP Shell Width : 68mm Shell Width : 68mm Shell Width : 68mm
Model Tool Material 4 / s\n ;\ ' &
Y 0 -
: - -
CNS Alloy Dust Cap eHexagon A\uanl"\;r:/um Silver Violet Blue Aqua blue
The ultra-lightweight alloy cap and axle {} » f :\ﬁ @@ (5\5 (0\5 ( <! )( 8 )
m bolt set for square taper crank. The wide COLOR - s Suisc? fl Susc? -~ =
“ range of colors allows you to choose the Black Neon pink Red Bright orange Brass gold
most suitable one for your bike.

CRANK EXTRACTOR

Model Specification
Extractor #202 @Socket, with handle CBB'SG 75 CBBAL' 1 03 CBBF' 1 03
Bearing : Steel balls Bearing . Steel balls Bearing : Steel balls
Extractor #2038 @ @socket Axle : for SG75 144 Axle : 103mm Axle : 103mm
Square taper crank removal tool. Axle Type : SG75 taper Axle Type : JIS taper Axle Type : JIS taper
Cup Thread  : BC1.37x24T Cup Thread : BC1.37x24T Cup Thread : BC1.37x24T
Shell Width  : 68mm Shell Width ~ : 68mm Shell Width ~ : 68mm
. Cup Material : Aluminum alloy Cup Material : Aluminum alloy Cup Material : Steel
SEATPOST CLAMP BOLT (=R

Model Size Tool Material 4'*3,’
17mm ﬁ
19mm eHexagon Cr-Mo Steel s < _—

SizEE I (CP finish)

Model Used for

TL-CBB Cartridge BB (CBB series)

22mm

17mm 19mm 22mm 25mm

25mm *Fully closed

External BB (MB-608)

TL-PWS BB wrench set

FIXIE series, FUMIKIRI Lockring

CRANK SPACER

Model Model Thread Material
2 piece Crank Adjust Spacer set FUMIKIRI Lockring BC1.29 x 24T-L Cr-Mo Steel
For installation and MB-608 (BSA) SUPER CERAMIC IMB-608 (BSA) STEEL
;i::::zll'éjéet?; L\:;:i:; Bearing : Ceramic balls Bearing : Ceramic balls
Crank spacers for ®24mm . .
spindles. Put spacers in is more practical than Axle Type : IDS24 Axle Type : IDS24
between crank and bearing & lheelc wiramnEh. Cup Thread : BC1.37x24T Cup Thread : BC1.37x24T
to adjust spacing. Shell Width : 68mm Shell Width : 68mm TL-CBB TL-PWS BB wrench set

*See page 10.

®29 x ®24mm t0.5mm

For 13T and lager sprockets.

o





